Opuyn-Pro

IP Video Intercom

Introducing the Opyn-Pro, the latest
addition to our Opyn range. We've
integrated our Opyn technology into
our iconic intercom design.

Interact with your caller no matter
where you are. Stay connected
anytime, anywhere.

Establish a connection using IP/LAN
connection. 4G kits offer internet
access through a 4G router with a
compatible SIM card.

Opyn App

[DEEB Set automatic opening times via Opyn app.

Scan QR code unlock. Ability to set
validity time & the number of uses or
= make both unlimited.

%@ Motion detection alerts, use app to
(SN playback footage from online server.

(( l>>) View live camera feed via app.

\l/ Image/Video download.

—_—

m 2 Relays
Kds

Nightvision
|
—:(I):— LED Luminance

= Voice Control V|'a Alexa/
—  Google Integration.

)»))) i\\ Prox reader as standard.

*The Opyn-Pro’s design may be subject to change.

% Multiple users/devices same account online
in app.

Ability to add 3 customized voicemail
@,)) messages and set one to play when the call
is not accepted.

e

Activity Log.

Max Users (Share device via app, gr or link)  Unlimited

Keypad Codes - Ability to set validity times/ 150
number of uses or make both unlimited.

QR Codes/Prox Codes 150 each
Activity Log Display SD Card
WIFI (2,4 & 5 GHz) Yes

LAN Yes
Operation Temperature -30 to +65
IP Rating IP55
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Relays 2
Relay Type N/C and N/O
Relay Load 3A, 30V DC/250AC
. 24V 800mA, 48V 400mA POE -
Power Consumption 250mA
Working Voltage 24V DC, 48V POE
SD Card 128GB Max (8GB card included)
Camera Angle 120°(D) 109°(H) 65°(V)

Video Resolution 1080, 720.
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Kits & part numbers

OPYN PRO-4G-ABK

Architectural unit with backlit, black
powder-coated stainless-steel wings.

4G Robustel modem, puck aerial, bracket
and SIM card options.

POE Switch

@ rcbustel

Works with our multi network AESIM.
aesglobaltelecom.com

WIFIA-10-KIT

2.4Ghz Wifi Antenna with
10m Lead. Including a
mounting bracket.

OPYN-PRO-IP-ABK

Architectural unit with backlit, black
powder-coated stainless-steel wings.

POE Switch
Y= mm
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*For a more reliable connection, we recommend using <7
an Ethernet cable or 4G connection (sold separately.)
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*Other Intercom designs coming soon.
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