
More Details - Intercom

Outdoor Camera 1.3MP

IP Rating IP55 providing that the unit has been installed to standards.

Relay Contact Rating: 1A 30VDC
Switching Current: 2A max

Prox card/tag unlocking 13.56 Mhz MiFare

Prox card/tag Ability to add up to 200 cards/tags.

Operating temp Working temperature: -25 ~ +50°C
Relative humidity: ≤95%

Tri-colour visual button White – Standby
Red – Calling
Green – Access granted.

Power Supply 12~15V DC (12v 2A Supplied)

Record logs Ability to record when a user hits call button. SD Card required (Not Supplied)

Audible confirmation A confirmation message "The door is open, please come in" when the relay has 
been triggered.

Language Selection Outdoor Callpoint – (Default) English, Russian, Chinese, Spanish, Turkish, 
Portuguese, German, French, Italian, Bulgarian, Persian.

Store 200 user codes Ability to add up to 200 user codes for each person to have their own personal 
code.

SMART HOME VIDEO INTERCOM

1000 meters in 
open space range.

Unlock the doorbell 
using a passcode or 
remotely.

Touch button 
monitor and touch 
button doorbell.

Wireless connection to WiFi for indoor monitor and wireless connection between indoor 
and outdoor monitor utilizing a hybrid between WiFi and DECT technologies.

Record video when the 
call button is triggered. 
(Ability to take screen 
shot from live feed)

Night vision camera when 
viewing the doorbell from 
the monitor or the phone.

Ability to use prox 
codes with doorbell 
station.

Mobile phone unlocking - 
Ability to interact with 
the doorbell from 
anywhere when in data 
reception/Wi-Fi.
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More Details - Monitor

SD Card 32GB max (not included) Ability to change from recording to snapshot mode to save 
SD card space.

Monitoring View the camera anytime. (Can change monitor brightness & video contrast)

Power Supply 12~15V DC (12v 1A Supplied)

Date and time display Date and time display on the indoor monitor for convenience.

Manual time zone selector In case a manual intervention needs to be set for time.

Customizable admin password Ability to change the admin passcode for whoever owns the device.

Language Selection English (Default), Russian, Chinese, Spanish, Turkish, Portuguese, Dutch, German, 
French, Italian, Polish, and Bulgarian.

Manually add IP cameras to 
view all from one place.

Wallpaper & screensaver or 
customisable.

Ability to change indoor monitor 
ringtone with volume controls. 
(Customisable) 

Ability to turn the monitor to 
silent/DND for no touch tones or 
calling after a certain time.

Customise triggering, 
recording etc for certain days, 
times, temperatures etc.

Audio communication to and from 
the monitor/mobile phone.
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Imperial-shaped unit with integrated touch-sensitive 
keypad and prox. Powder coated hood with acrylic 
frontplate.

Complete Kit includes outside callpoint with antenna, 
extension cable & bracket. Indoor monitor with 
antenna, 2 x power supplies, user guide/manual, 2 x 
prox tags, security screws & relay / PTE connector 
cable.

Product code: ONYX-IP-IBK-EU
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