
Wireless interconnected Vibrator sensor

PRODUCT INTRODUCTION
This product is a wireless interconnected vibration

detector. It uses advanced signal analysis and processing
technology to ensure product stability from the design.
When pre-connected detectors are triggered, such as smoke
detectors or sound and light alarms, the wireless vibration
detectors will receive signals and generate vibration alarms,
effectively reminding users to pay attention to the alarm
situation.

PRODUCT PROFILE

Technical specification

Features
1. Intelligent signal analysis technology

2. DC3V battery powered, easy to install

3. MCU processing, effectively resist false alarm

4. Low battery warning, the product is more stable

4. Manufactured using SMT process

OPERATING INSTRUCTION
1 Power on:Make sure the detector is powered on by DC3V
battery. The green LED will flash 3 times, and the detector
comes into normal working status.

2 TEST: Press the button, the red LED will flash and detector
will vibrate, and the smoke detector that already interlinked
with the vibrator will sound as the same time. The testing

period is about 15 seconds. You can only test again after
20 seconds.

3 Factory Reset:We do recommend that you clear any
pairing for all the devices before pairing in a group. Press
and Hold the control / test button. Release the control /
test button When the Green Light Have Flashed 4 Times
and 3 times vibrate. Then 3 times red flashes with 3
times vibrate—reset successfully.

4 Pairing: Same pairing process with interlinked smoke
detectors.

4.1 Choose one to be your main device, press and hold
the control button, release the control button when the
green light flashed 3 times and device vibrate twice.
Please take care not to release the button too early!
The red light flashes continuously with device vibration
for about 1 minute.

* If you pairing additional devices to the group, you
only need to use one of the devices in the group to link
the new device(s) to the existing group. Please refer to
step 4.1&4.2 after factory reset

4.2 On other device(s), press and hold the control button,
release the control button when the green light have
flashed 2 times with device vibrate once, when it
connect successfully, the device flash 2 times green light
quickly and twice vibrate.

4.3 After pairing all devices, go back to main device and
press the control button once to finish group pairing

4.4 Press the main device control button once to test the
alarm, after 3~4 seconds, the paired devices will activate
and sound the alarm one by one. Press main device &
paired devices control button once to cancel test.

NOTES
This detector can only be fixed with 3M glue. The
installation of the device on the wall does not cause the
wall to vibrate. It is suitable for placing or pasting on
bedside, table and other furniture. The vibration sensing
range is limited, similar to mobile phone vibration. If
necessary, a buzzer alarm can be added at a later stage.
When fixed on furniture that has shock-absorbing effects,
such as a sofa, the vibration sensing range will be
reduced.

The device is the same as a siren and does not have any
detection function. The device will only alarm if the
smoke sensor triggers and sends an alarm signal. The
alarm time is about 1 minutes with RED led flashes and
detector vibrates. And mute time is about 10 minutes.

Operating Voltage DC3V battery

Static current <6uA
Alarm current <160mA
Alarm indicator LED & vibration
RF frequency 868Mhz
Wireless distance Indoor 25-30m outdoor 200m

Working Temp -10℃-60℃
Battery life 10 years

Sound Level ≥85dB

Humidity 0-80%RH(no congelation)

Installation Place on the table or below pillow

Dimension 65mm*30mm


